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Viky 30 Viky 180, Viky B2 Tower 500, Tower 1000

Viky

Complete range of battery-powered relay 
photocells with beam angle adjustment.

VIKY

Code Description

Viky 30 Pair of outdoor photocells

Viky 180 Pair of photocells adjustable through 180°

Viky B2 Pair of photocells adjustable through 180° with batteries

TECHNICAL DATA

Code Supply Consumption Range Working temperature

Viky 30 12 ÷ 24 Vac-Vdc * 50 mA (TX+RX) 30 m Standard -20 ÷ +55 (°C)

Viky 180 12 ÷ 24 Vac-Vdc 60 mA (TX+RX) 25 m Standard -20 ÷ +55 (°C)

Viky B2
12 ÷ 24 Vac-Vdc (RX)

Battery 3 V (TX)
35 mA (RX)
25 mA (TX)

20 m Standard -20 ÷ +55 (°C)

 * by doing an inside bridge

ACCESSORIES

Code Description

Super 100 Plastic bracket for Viky 30

POSTS

Code Description

Tower 500
Pair of posts for Viky 30 photocells,  
height 500 mm

Tower 1000
Pair of posts for Viky 30 photocells,  
height 1000 mm

PTO 01 Fixing plate

Outdoor  
photocells


